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Remote Seal
Non-Contact Radar

Acurage
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Product Overview

Magnetic Level Gauge

Armoured Sight Glass

Bridle Radar Transmitte

r

Largest Manufacturer

Exotic material

Fully shrouded cover plate (Safety first)

Forged steel cover plate

Thermal shock proof glasses

Auto shut-off ball checks

CRN approved

Salient Features

Acurage

Titanium floats

Float failure indication (Safety first)

No vented / pressurized floats

Full bore penetration welding

CRN approved

Life time warranty

Quick delivery : 4-6 weeks

Salient Features

Allows external mounting of process level instrumentation

Ideal for critical area and general purpose applications

Enables live maintenance

Designed to ASMEB31.3

Pressure Equipment Directive (PED) complaint

Salient Features

No DIP tube required: open valve to calibrate radar in field

Spot calibration of radar transmitter

Real time true level of process liquid

True redundancy

Full function in power failure modes

Glass field replacement by isolating gauge from process fuild

Salient Features



Remote Seals

Sight Flow Indicator

Magnetostrictive Transmitte

r

Salient Features

Includes a variety of indicating elements.

Mounting can be screwed or flanged

Uses specific materials based on need.

Available with full view or double window.

Quick delivery : 2 weeks

Non-Contact Radar

Salient Features

High Accuracy and repeatability

Measurement range up to 98 feet.

Output 4-20 mA HART / FF / Profibus PA

Enclosure rating to NEMA 4X

CRN approved

Quick delivery : 2 weeks

Salient Features

 High accuracy and repeatability
 4 to 20 mA HART
Two channel output (Level & Interface)
Explosion-proof and Intrinsically safe
FM & CSA approval
Enclosure rating to NEMA 4X

Salient Features

Highest level of reliability

40 micron gold plated seal for Hydrogen service

Max. Temperature up to 1100 Deg F

Web based calculation tool (BaseCal)

Exotic materials

48 types of fill fluids for process requirement

CRN approved



Major Approvals

Major Certi�cations

Major Customers

Operation facility
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ISO Certification:    ISO 9001:2015    |    ISO 14001:2015    |    BS OHSAS 18001:2007
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